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FUE KAME

GENERAL NOTES

I. ALL CONSTRUCTION SHALL B8 DOME ACCORDING TO THE STATE OF ILLINDIS“STANDARD 19, MEMBERS OF JULIE XNOWN TO BE WITHIN THE LIMITS OF THE IMPROVEMENT ARE: 35, ALL SUBSURFACE DRAINS AND/OR FIELD TILES £NCOUNTERED IN THE ROADWAY EXCAVATION
SPECIFICATIONS FOR ROAD AND BRIOGE CONSTRUCTION” ADOPTED JAN. 1, 2012, THE SHALL BE REMOVED AND CONSIDERED TO BE [MCLUDED N THE COST OF LARTH EXCAVATION. THE
“SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS” ADGRYED JANUARY 1, ALLIANCE: CHRIS CLEVELAND BI5-370-3520 CONTRACTOR SHALL BE RESPONSIBLE FOR CAPPING THE EXISTING SURSURFACE DRAING OR
7014, THE DETAILS IN THESE PLANS, AMD THE SPECIAL PROVISIONS INCLUDED IN THE CONTRACT ATAT: MITCH CULLEN 630-573-8447 CONNECTING 10 THE PROPOSED DITCHES AT THE LOCATIONS SHOWH IN THE PLANS OF A%
DOTUMENTS, COM ECr  TlM COSLEY 815-724-5010 DIRECTEC BY THE ENGIMEER. THIS WORK SHALL NOT BE MEASURED SEPARATELY FOR PAYMENT.

MGT:  JUSTIN MALONEY 815-620~7301 BUT SHALL 8E INCLUDED IN THE COST OF EARTH EXCAVATION.
Z. THE SCALE SHOWN ON THE QRAWINGS AFPLIES OnLY T0 FULL SIZE PLANS AND NOT 70 THE NICOR: ED VANSCOIT BIS-T40-4100 EXT 261
REDUCED SIZE PLANS. DO NOT SCALE PLANS FOR CONSTRULCTION DIMENSIONS. OHE OK MNORTH: LEIGH CLARK €30-257-5404 36, UNDERGRAIN MINIMUM SLOPES SHALL BE 0.20% AND HAVE SBEEN [DENTIFIED ON THE DRAIMAGE
TEPPLO:  MIKE BOOMSMA 708-906-B8639 PLAN AND PROFILE SHEETS, TRAMSVERSE UNOERDRAINS SHALL MATCH THE CROSS SLOPE OF THE
3. ANY REFERENCE TO STANDARDS THROUGHOUT THE PLANS OR SPECIAL PROVISIGNS SHALL BE ROADWAY SURFACE.
INTERPRETED TO BE THE LATEST STANDARDS OF THE JLLINOIS DEPARTMENT OF TRANSPORTATION. 20. UTILITIES NOT INCLUDED IN JULIE BUT ARE KNCWN TQ BE WITHIN LIMITS OF IMPROVEMENT ARE:
IDOT LIGHTING. 37. REMOVAL OF PIPE CULVERT END SECTIGNS SHALL BE PAID PER FOOT UNDER FIPE CULVERT
4, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND COMDITIONS REMOYAL.
EXISTING IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS. 21, THE CONTRACTOR SHALL CONTACT JULIE AT LEAST 48 HOURS PRICR TO EXCAVATION TO
DETERMINE WHICH UTILITIES ARE IN THE AREA. 38, 1T 15 ASSUMED THAT THE TOP 9 INCHES OF THE EXISTING GROUMD CUTSIDE THE PAVEMENT
S. THE LOCATION AND ELEVATION OF THE VARIOUS UNDERGROUND UTILITIES AS SHOWM ON THE SHALL BE EXCAVATED AMD RE-SFREAD. QUANTITIES FOR THIS WORK ARE INCLUDED IN TOP SOIL
DRAWINGS ARE APPROXIMATE, THE CONTRACTOR SHALL USE SPECTAL CARE WHEN CONDUCTING 22. THE COMTRACTOR SHALL MAINTAIN EXISTING STREET ACCESS, EXISTING ORIVEWAY ACCESS, AND EXCAVATION AND PLACEMENT.
CONSTRUCTION OPERATIONS NEAR THEM AND 1S RESPONSIBLE FOR ANY DAMAGE CAUSED. FEDESTRIAN ACCESS TO ABUTTING PROPERTY AT ALL TIMES DURING CONSTRUCTION OF THE
PROJECT, UNLESS OTHERWISE MOTED IN THE PLANS OR DIRECTED BY THE ENGINEER. THIS WORK 33, THE COMTRACTOR SHALL BE SCLELY RESPONSIBLE FOR JOS SITE SAFETY AS WELL AS
B. THE CONTRACTOR SHALL NOTIFY THE AGENCIES AND UTILITIES AT LEAST 10 DAYS PRIOR TO ANY SHALL BE INCLUDED In THE ITEM “TEMPORARY ACCESS (COMMERCIAL ENTRANCE), SUPERVISION, DIRECTION AND MEANS/METHOD OF CONSTRUCTION.
CONSTRUCTION [N THE AREA AND SHALL COMPLY WITH ALL RESTRICTIONS FOR EQUIPMENT
MOVEMENTS AnD CLEARANCES IN REGARDS TO THEIR FACILITIES, 23. SAWING OF REMOVAL ITEMS AS NOTED ON THE PLANS, SPECIFIED IN THE STANDARD 40, QUANTITIES AMD ASSOCIATED PAY ITEMS FOR CARTHWORK, LANDSCAPE RESTORATION, &ND
SPECIFICATIONS, OR AS REQUIRED BY THE ENGINEER SHALL BE IMCLUDED IN THE COST OF THE ERGSION CONTROL WERE DEVELOPED ACCORDING TO THE NECESSARY GRADING FOR THE PROJECT

T. THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE YRAFFIC LONTROL SUPERVISOR AT ITEM SEING REMOVED AS SHOWM IN THE CROSS SECTIONS. AREAS DISTURBED BEYOND THE SLOPE INTERCEPTS SHALL

B47-T05-447T0 A MINIMUM OF 72 HOURS IN ADVANCE OF BEGINMING WORK. HAVE ERCSION CONTROL AND LANDSCAPING RESTORATION ACCORDING TO THE ADJACENT
24, 1T 15 THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN EXISTING FIELD CONDITIONS BEFGRE REQUIREMENTS SHOWN [N THE PLANS. THE CROUND SHWALL SE GRADED AND RESTORED TO MATCH

B, THE CONTRACTOR SHALL ENSURE ALL PIRMITS HAVE BEEN OBTAINED PRIDR TO COMMENCEMENT BIDDING OM THIS COMTRALT. THE EXISTING PRE-LORSTRUCTION CONDITIONS. ALL WORK DESCRIBED ABOVE BEYOND THE SLOPE

OF WORK INTERCEPTS WILL NOT BE PAID FOR SEFARATELY AND SHALL BE CONSIDERED INCIDENTAL TO
25. THE GENERAL CONTRACTOR IS REQUIRED TO HIRE AN ENVIRONMENTAL FIRM WITH AT LEAST FIVE EARTH EXCAVATION.

3, WHERE SECTIOM OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE (5 DOCUMENTED LEAXING UNDERGROUMD STORAGE TANK {LUST) CLEANUPS QR THAT I3
NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED., THE CONTRACTOR SHALL PROTECT AND PRE-QUALIFIED IN HAZARDQUS WASTE 8Y THE DERARTMENT TO REMEDIATE THE SOIL 41, THE HMOLES CREATED IN THE NEW PCC PAVEMENT FROM PINNING THE TEMPORART IMPACT
CAREFULLY PRESERVE ALL PROPERTY MARKER MONUMENTS UNTIL THE OWNER, AN AUTHORIZED CONTAMINATION AND MONITOR FOR WORKER PROTECTION, ATTENUATORS AND TEMPORARY COMNORETE BARRIERS SHALL BE FILLED WITH CROUT. FILLING THE
AGENT, QR LAND SURVEYOR MAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. THE HOLES WITH GROUT SHALL BE INCLUDED TN THE COST OF IMPACT ATTENUATORS, TEMPORARY AND
CONTRACTOR WILL 8E RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR REESTABLISH AMY 26, THE FHASE 1] CONSULTANT WILL BE RESPONSIBLE FOR THE RE-ESTABLISHMENT OF CONTROL AMD TEMPORARY CONCRETE BARRIER.

SECTION OR SUB-SECTION MONUMENTS DISRUPTED BY THEIR OPERATIDNS. TIE POINTS AS SHOWM On THE ALIGNMENT, TIES, AMD BENCHMARKS SHEETS. THE CONTRALTOR
SHALL COORDINATE THE RE-ESTABLISHMENT OF THE EXISTING CONTROL ANG TIE POINTS 47, PRECAST CONCRETE BOX CULVERT SECTIONS AND END SECTIONS SHALL CONFORM TO THE

10, THE THICKNESS OF HMA AND PCC PAVEMENT SHOWN ON THE PLANS 1S THE NOMIMAL THICKNESS. DISTURBED 8Y THE CONSTRUCTION ACTIVITIES wWITH THE RESIDENT ENGINEER AND PHASE [N REGUIREMENTS OF ARTICLE 540.06 OF THE STANDARD SPECIFICATIONS AND THE APPLICABLE
QEVIATIONS FROM THE NOMINAL THICKNESS WILL 8E PERMITTED WHEN SUCH DEVIATIONS OCCUR COMSULTANT, EXISTING CONTROL AMD TIE POINT LOCATIONS THAT ARE CONSIDERED NOT VIABLE REQUIREMENTS OF AASHTO M 273, THE MINIMUM CONCRETE STRENGTH SHALL BE 5000 PSSl
DUE TO IRREGULARITIES IM THE EXISTING SURFACE DR BASE ON WHICH THE HMA OR PCC IS UNDER THE FINAL COMDITIONS MAY BE RE-ESTABLISHED AT A MORE FEASIBLE LOCATION, AS REINFORCEMENT BARS SHALL CONFORM TO THE REQUIREMENTS OF AASHTO M 31, M 42, OR M 53
PLACED, APPROVED 8Y THE RESIDENT ENGINEER, THE PHASE 1N CONSULTANT SHALL SUBMIT GRADE 80, LIFTING HOLES SHALL BE FILLED WITH CONCRETE PLUGS AMD MASTIC AFTER BOX

DOCUMENTATION OF ALL RE-ESTABLISHED CONTROL AND TIE POINTS TO THE DEPARTMENT NO SECTIONS ARE 1M PLACE. :

11, EXCEPT AS NOTED ON THE PLANS, PAVEMENT ORADES SHOWN ARE AT THE TOP OF PAVEMENT LATER THAN ONE (1} MONTH AFTER COMPLETION OF THE COMTRALT,

SURFACES.
27. THE TiE BARS AT THE LONGITUDINAL CONSTRUCTION JOINT BETWEEN THE PCC SHOULDER AMD

12, BEFQRE ORDERING PIRE CULVERTS OR PIPE DRAINS, THE CONTRACTOR SHALL COMSULT THE THE ANCHOR SLAB SHALL NOT BE PAID FOR SEFARATELY BUT SMALL BE CONSIDERED INCLUDED
ENGINEER FOR EXACT LENGTHS. I THE COST PER SCUARE YARD OF THE PCC SHOULDER.

13. SEEDING SHALL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS FROZEN, WET, OR IN AN 2B. THE TIE BARS AT THE LONGITUDIMAL CONSTRULTION JOINT BEYWEEN PCC PAVEMENT SHALL NOT
UNTILLABLE CONDITION, LOCATIONS TQ BE SEEDED WILL BE DETERMINED BY THE ENGINEER. BE PAID FOR SEPARATELY BUT SHALL BE CONSIDERED JNCLUDED IN THE COST PER SQUARE YARD

OF THE PLC PAVEMENT.

14, THE LOCATION OF ExISTING DRAINAGE STRUCTURLS, STORM SERERS, WATER MAINS, SANITARY

SEWERS, AND AnY OTHER PUBLIC OR PRIVATE UTILITIES AS SHOWN QN THE PLANS IS 29. BEDROCX AND UTILITY ELEVATIONS ARE APPROXIMATE. CONMTRACTOR TO VERIFY IN FIELD.

APPROXIMATE, AND THEIR EXACT LOCATION IS TO BE DETERMINED IN THE FIELD BY THE

CONTRACTDR, THIS WORK SHALL BE PALD FOR PER ART, 105.07 OF THE STANDARD 30, THE RESIDENT ENGINEER SHALL CONTACT CORY JUCIUS, ARTERIAL TRAFFIC OPERATIONS ENCINEER

SPECIFICATIONS. LOCATING UTHLITIES SHMALL BE PAID PER ART. 103.04. AT 18471 TOS-4411 A MINIMUM OF TWQ WEELKS PRIOR TO THE PLACEMENT OF PERMARENT COMMiTMENTS
PAVEMENT MARKINGS.

15, ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH CONSTRUCTION SHALL BE DISPOSED OF {,  THE PROJECT AREA CONTAINS BOTH SENSITIVE PLANT AND ANIMAL SPECIES THAT SHALL BE
QUTSIDE THE LIMITS OF THE RIGHT OF WAY ACCORDING TO ARTICLE 202.03 OF THE STANDARD 31, LAYOUT AND STAKING FOR ALL CONSTRUCTION CPERATIONS SHALL BE FROVIDED BY THE AVDIDED DURING CONSTRUCTION, A TRAINING SESSION SHALL BE CONDUCTED BY THE ENGINEER
SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER, THIS WORK WILL NDY BE PAID FOR CONTRACTOR. OURING THE PRECONSTRUCTION MEETING TO ALERT PROJECT PERSOMMNEL ON YHE NEED TO AVOID
SEPARATELY, BUT SHALL BE INCLUDED IN THE COST OF EARTH EXCAVATION, ACCIDENTAL INTRUSIONS OR SPILLS In THE SEMSITIVE AREAS, THE TRAIMING SESSION wity

] 32. CLEARING OF BRUSH, BUSHES AND TREES WITH A DIAMETER LESS THAN & INCHES WILi NOY BE ALSO ADVISE PROJECT PERSONNEL TO AVOID ACCIDENTAL INTRUSIONS OR SFILLS INTC

16. USE EPFOXY-COATED TIE BARS, CONFORMING TC ART. 1006.10 OF THE STANDARD SPECIFICATIONS, PAID FOR SEPARATELY PER SECTION 202 OF THE STANDARD SPECIFICATIONS, NOTE~WDRTHY BOTANICAL AND WETLAND AREAS. ALL SENSITIVE AREAS ARE TD BE FENCEDR OFF

FOR ALL TIE BARS, . ) AND CLEARLY MARKED AS SHOWN ON THE EROSION AND SEDIMENT CONTROL CRAWINGS.
33, WHEN EXISTING DRAINAGE FACILITIES ARE DISYURBED, THE CONTRACTOR SHALL PROVIDE AND

17, ANY REFEREMCE TO 4 STANDARD IN THESE PLANS SHALL BE INTERPRUTED TO MEANW THE EGQITION MAIMTAIN TEMPORARY QUTLETS AND COMNECTIONS FOR ALL PRIVATE OR PUBLIC DRAINS, SEWERS, 2. PRIDR TO CONSTRUCTION COMMENCING IN THE INTERSTATE 55/ARSENAL ROAD NTERCHANGE AREA,
AS INDICATED BY THE SUBNUMBER SHOWN IN THE LISY OF STANDARDS OR THE COPY INCLUDED OR CATCH BASINS, THEY SHALL PROVIDE FACILITIES TD TAKE IN ALL STORM WATER WHICH WiLL THE LOCATION OF THE FALSE MALLOW, BLANDING'S TURTLE, AND RED-TAILED PRAIRIE
i THESE PLANS, 8E RECEIVED BY THESE DRAINS AND SEWERS AND CISCHARGE SAME. THEY SHALL PROVIDE AND LEAFHOPPER WILL BE JDENTIFIED AND FENCING WILL BE ERECTED AROUND THE ARLA TO PREVENT

MAINTAIN AN EFFICIENT PUMPING PLANT, IF NECESSARY, AMD A TEMPORARY OQUTLET SHALL BE THE [NTRUSION OF PERSOMMEL AMD VEHICLES, ALSD, A TRAINING SESSIGN WILL BERELD AT THE

18, DAMAGE DONE TO THE EXISTING AGGREGATE SUBGRADE [MPROVEMENT BY THE CONIRACTOR PREPARED AT ALL TIMES 70 DISPOSE OF THE WATER RECEIVED FROM THESE TEMPORARY PRE-CONSTRUCTION MEETING TO ALERT CONSTRUCTION PLRSOMMEL OF THE SENSITIVITY OF THE
DURING HIS WORK SHALL 8L REPAIRED BY THE CONTRACTOR AT WIS Dwin EXPENSE, AGGREGATE COMNECTIONS UNTIL SUCH TIME AS THE PERMANENT RUADSIDE DRAINAGE SYSTEM IS BUILT AND PLANT AND ANIMAL SPECIES AND THE NEED TO AVOID ACCIDENTAL [HTRUSIONS OR SPILLS M
BASE REPAIR AND PREPARATION QF BASE WILL NDT BE PAID FOR SEPARATELY AND SHALL 8B [N SERVICE., THIS WORK WILL NOT BE PA[D FOR DIRECTLY, BUT SHALL BE INCLUDED IN THE THE AREA. THE TRAIMING SESSION WILL ALSC ADDRESS ACCIDENTAL INTRUSIONS INTO THE
INCLUDED N THE COST OF PAVEMENT REMOVAL, COST OF EARTH EXCAVATION, NOTEWORTHY BOTANICAL AREAS THAT WiLL NOT BE [MPACTED.

34, PROPDSED END SECTIONS SHALL BE SLOPED TC MATCH THE PROPOSED CULVERTS. PIPE CULVERT
LENGTHS IN SCHEDULES DO NOT INCLUDE THE LENGTH OF END SECTION WHERE ARPLICABLE.
:l DENOTES WORK INCLUDED IN THE COST OF OTHER [TEMS.
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